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Bird Chase
Super Sonic™



BIRD SPECIES Pigeons, crows, gulls, woodpeckers, starlings,
grackles, sparrows, geese and more

BIRD PRESSURE Light to medium

WHERE TO USE Open fields, semi-enclosed areas, sports
fields, storage facilities, backyards, courtyards, 
loading docks, gardens, patios

MATERIALS Rugged weather-resistant plastic

PACKAGING The Bird Chase Super Sonic™ comes with one 
internal speaker that will cover up to 1 acre. Bird 
Chase units come with a standard 110v power cord.

BIRD CHASE 
SUPER SONIC™
IB50

Introducing the Bird Chase Super Sonic™,  an innovative outdoor sound device designed to effectively deter pest 
birds from large open spaces. This programmable system features audible bird distress calls and predator calls from 
over 24 species, broadcasting them for approximately two minutes every ten minutes to alert birds of danger. With 
a base unit covering 1 acre and the option to add additional speakers for up to 5 acres of coverage, it is ideal for 
preventive bird control and suitable for light to medium bird problems. 

Bird Chase Super Sonic™ Additional Options

Super Sonic 
Speakers (2)
SONIC-SP2

Bird Chase Super™ 
Sonic Pro Pack 2

IB50-PPII

Bird Chase Super™ 
Sonic Pro Pack 4

IB50-PPIV
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ADVANTAGES & BENEFITS

• Deter birds from large open spaces with bird 
distress and predator calls

• Cost-effective method to protect your property

• Features the distress and predator calls of 24 
types of birds

• Program and target specific bird species

• UV protected and weatherproof

• Program to turn ON/OFF automatically day  
or night

• Covers up to 1 acre of area 

• Add additional speakers for coverage up to  
5 acres
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You can purchase additional speakers to cover larger areas. The additional 
speakers come with 100 feet or wire and can be connected directly into 
the side of the unit.


